Drop is distinguished by its two-tone design, created from
two cleverly connected puzzle-like pieces that give it a unique
character. Constructed from slats, Drop casts beautiful shadows on

the ceiling while its lamella structure also provides effective sound

Drop

absorption.

164 165



Drop

166

Drop

Produced from Glueless assembly
waste material

Material:

PET Felt (polyethylene terephthalate)
Fireclass: EN13501-1 Class B
Produced in The Netherlands

Fixture:
1,5m black textile cable
Black ceiling cap

Lighting properties:

E27
Lightbulb excluded
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Acoustic properties:

0,88 m? of acoustic absorption
material of aw 0,45

Diffusion by design

Dimensions:

100
20 |
max 1500
450
450

Drop

Total weight gross | net: 3,5kg | 2,6kg
Parcel size: 480x480x600mm
Mounting:

Top Colors:

13_Black 03_Charcoal 36_Dim Grey 1_Fog Grey  07_Ghost White  19_Midnight 26_Ocean 30_Cool Grey

17_Forest 40_Faded Jade 06_Olive 39_Warm Grey 04_Bisque 35_Ochre 45_Chilli 09_Lavender 31_Rosé

Bottom Colors:

26_0Ocean 30_Cool Grey  41_Mint Pastel

13_Black 03_Charcoal
17_Forest 40_Faded Jade 06_Olive 39_Warm Grey 04_Bisque 35_Ochre 45_Chilli 09_Lavender

* We do NOT recommend to pick the same Felt color for top and bottom

Acoustic specifications: Suspended 9 mm PET Felt tested to 1ISO 354:2003.

The acoustic design principle.
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Drop is a relatively small yet solid acoustic lamp made "
from sound-absorbing lamellae. It helps reduce reverbe- fcf
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Calculated acoustic surface area: 0,88 m? 00
125 250 500 1k 2k 4k
Frequency (Hz)
0.16 0.21 038 0.43 0.55 0.65
3oct. 019 035 040 047 059 065
021 039 042 051 064 06l

1/1 oct. 0.19 0.32 0.40 0.47 0.59 0.64

aw (ISO 11654) = 0,45
SAA (ASTM - C423) = 0,45
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